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AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions, and listings, of claims in the 
application. 

Listing of Claims : 

1 . (Currently Amended) An aqua stopping device for a washing device, comprising: 
a hollow ^valve body including a passage formed within; 

a plurality of valves for opening and closing the pa s sag e ; passage. wherein the plurality 
of valves are enclosed in the hollow valve body: 

signal wires connected to terminals of the valves; 

an inner case enclosed by the hollow valve body, a wall of thej.nner case separatinjgan 
interio r of the inner case from the plurality of values enclosed in the hollow valve body; 

a portion of a connecting wire intruding into thejiollow valve body and connected to the 
signal wires atjhe interior of the inner case; and extending a pr e d e t e rmined distanc e 
th e r e from; 

a conne cting portion wh e r e th e signal wir e s and the connecting wire are connected; 
an inn e r case e nclosing at least the conn e cting portion; and 
an out e r cas e provid e d at an e xterior of th e inn e r case, 

wh e r e in the spac e within th e out e r c ase is p artition e d by th e inner cas e into a first spac e 
in which th e valv e s ar e accommodat e d and a second space in which th e connecting portion is 
accommodat e d, 

and wh e r e in a filler fills an area where the connecting wire connects with the signal 
wires at the interior of the inner case is inject e d only in the inn e r ca se to encompass the 
conn e cting portion . 

2. (Currently Amended) The aqua stopping device according to claim 1, wherein 
the at portion of the walljxf the inner case is attached to an inner surface of the outer 
ease hollow valve body . 

3. -4. (Canceled) 
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5. (Currently Amended) The aqua stopping device according to claim 1 , further 
comprising: 

a connecting tube attached to a lower portion of the hollow valve body for passing wash 
water therethrough; and 

an outer tube disposed around an exterior of the connecting tube for enclosing the 
connecting tube. 

6. - 7. (Canceled) 

8. (Canceled) Th e aqua stopping devic e according to claim 1 , wh e r e in th e first spac e 
in th e out e r cas e is e mpty. 

9. (Canceled) Th e aqua stopping device according to claim 1 , wher e in th e inner cas e 
includ e s an out e r surface attached to an inner surfac e of th e out e r case. 

10. (Previously Presented) The aqua stopping device according to claim 1 ? wherein the 
valves are solenoid valves. 

11. -12. (Canceled) 

13. (Currently Amended) The aqua stopping device according to claim 1, wherein the 
filler fills an entirety of the s e cond space. interior of the inner case. 

14. -19. (Canceled) 
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